
	  

	  

	  

Halmstad University Post-Print 

Architectural challenges in memory-
intensive, real-time image forming 

Anders Åhlander, H. Hellsten, K. Lind, J. Lindgren and Bertil Svensson 

N.B.: When citing this work, cite the original article. 
 

©2007 IEEE. Personal use of this material is permitted. However, permission to 
reprint/republish this material for advertising or promotional purposes or for 
creating new collective works for resale or redistribution to servers or lists, or to 
reuse any copyrighted component of this work in other works must be obtained 
from the IEEE. 
 
Åhlander A, Hellsten H, Lind K, Lindgren J, Svensson B. Architectural challenges 
in memory-intensive, real-time image forming. In: Proceedings of 36th 
international conference on parallel processing: . IEEE; 2007. p. 35-45. 
International Conference on Parallel Processing, 2007. 
 
DOI: http://dx.doi.org/10.1109/ICPP.2007.18 
Copyright: IEEE 
 
Post-Print available at: Halmstad University DiVA 
http://urn.kb.se/resolve?urn=urn:nbn:se:hh:diva-1960 



Abstract

The real-time image forming in future, high-end syn-
thetic aperture radar systems is an example of an appli-
cation that puts new demands on computer
architectures. The initial question is whether it is at all
possible to meet the demands with state-of-the-art tech-
nology or foreseeable new technology. It is therefore
crucial to understand the computational flow, with its
associated memory, bandwidth and processing
demands. In this paper we analyse the application in
order to, primarily, understand the algorithms and
identify the challenges they present on a basic architec-
tural level. The processing in the radar system is char-
acterized by working on huge data sets, having complex
memory access patterns, and doing real-time compen-
sations for flight path errors. We propose algorithm
solutions and execution schemes in interplay with a
two-level (coarse-grain/fine-grain) system paralleliza-
tion approach, and we provide approximate models on
which the demands are quantified. In particular, we
consider the choice of method for the performance-
intensive data interpolations. This choice presents a
trade-off problem between computational performance
and size of working memory. The results of this “up-
stream” study will serve as a basis for further, more
detailed architecture studies.

1.  Introduction
A challenge for architects of embedded computer

systems is the processing in future, advanced image
creating sensor systems, where complex transforma-
tions of massive sensor data sets are carried out. An
example is the signal processing in low-frequency syn-
thetic aperture radar (SAR) systems. The SAR system
investigated in this study is an ultra-wideband system
which operates in the low VHF-band (20-90 MHz). The
low frequencies give, e.g., efficient foliage penetration
and biomass estimation. The ultra-wideband technol-
ogy implies for SAR a resolution that approaches the

wavelength limit. As a comparison, the resolution in a
traditional microwave SAR system typically equals
several wavelengths.

The SAR technique was developed in the early
1950s and is used to create high-resolution radar
images from low-resolution aperture data. A multitude
of image formation algorithms have been developed
[1]. The algorithms have primarily operated in the fre-
quency domain. These are computationally efficient but
have the shortcoming that they are derived for a linear
aperture (flight track) which is an assumption that is not
valid for an ultra-wideband system. The image forma-
tion can instead be done in the time-domain with back-
projection techniques similar to those in computed tom-
ography (CT) [2]. One advantage with the time-domain
processing is that it is possible to compensate for non-
linear flight tracks, however typically to the cost of
lower computational efficiency. There is an important
difference between SAR and CT. In SAR the sensor
detections are averages over arcs of responses, whereas
in CT the detections are averages over straight lines of
responses. This leads to more complex data index cal-
culations in the SAR back-projection than in the CT
back-projection. Moreover, compensation for sensor
path deviations has to be done in the SAR processing.

The Fast factorized back-projection (FFBP) [3] [4]
is a computationally efficient algorithm for image
forming in the time domain. It exploits a fundamental
redundancy in radar data and reduces the performance
requirements substantially relative to those for tradi-
tional global back-projection (GBP) techniques. The
FFBP has been well studied from an algorithm per-
formance point of view, and has shown good imaging
performance as well as potential for efficient execution,
well in parity with the FFT-based algorithms in fre-
quency domain processing. 

Even though the FFBP has been implemented in
software, and tested on radar data, it has not yet been
thoroughly investigated from a real-time computer real-
ization point of view. The image calculations must keep
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up with the ground coverage of the radar. I addition, the
latency must be as low as possible. The calculations
include compensations for flight path deviations. A
number of computational challenges can be identified:
In these SAR systems the integration time is typically
several minutes during which huge amounts of data are
collected. In the larger systems a working memory of
hundreds of gigabytes will be needed. The computa-
tional performance demands will be tens or hundreds of
GFLOPS. The large data sets represent themselves a
challenge but also the complicated memory addressing
scheme. Interpolation kernels are swept along curved
paths in the memory space during the execution. Due to
changing geometry proportions, the shapes and posi-
tions of these paths vary as the image forming
progresses. In addition, the exact properties of the
curves are not known a priori, because these are
dependent on compensations for non-linear flight paths
and thus must be extracted on the fly. These compensa-
tions require geometrical calculations, which need to be
intermixed with the actual image calculations. The
locality of references is another aspect; different read
paths that contribute to the same outdata may be far
away from each other in the memory space. The calcu-
lation demands can also be considerable, depending on,
e.g., the chosen interpolation methods.

The need for efficiency in the FFBP execution is
emphasized by the fact that the embedded processing
has tight power and size requirements. The processor
architecture should also be scalable in order to suit a
platform span from small, one-engine aircrafts to large
surveillance systems. Since the calculations are
demanding, both from the performance and from the
memory point of view, a parallel computer architecture
is needed. A major difference in this application com-
pared to another well-known demanding radar applica-
tion, the space-time adaptive processing (STAP) [5][6],
is seen in the relation between the performance
demands and the memory size. In STAP the perform-
ance demands are huge while the memory demands are
moderate; in SAR it is the other way around. Thus the
number of operations per data element differs signifi-
cantly which, e.g., means that the requirements on the
memory subsystem are very different.

In this paper we analyse the algorithms with regard
to the fundamental principles for parallelization. The
analysis can serve as a basis for further, more detailed
architecture studies for the various platform types. The
paper is organized as follows. The next section gives a
brief introduction to time-domain SAR image forming,
including GBP and FFBP. Section 3 discusses overall
solutions for efficient parallelization and execution of
the FFBP. Section 4 deals with different design choices

for data interpolations, which are shown to have a great
impact on the overall system. Section 5 focuses on
solutions for efficient execution of the interpolations.
Finally, Section 6 draws the main conclusions of the
study.

2.  Time-domain SAR image forming
A SAR system produces (in real time) a high-reso-

lution map of the ground while the platform is flying
past it. In SAR the radar transmits a relatively wide
beam to the ground, illuminating each resolution cell
over a long period of time. Figure 1 illustrates a SAR
system that creates a map over a continuous ground
strip; the system works in a stripmap mode. The system
continuously processes incoming data and produces
image data. The integration angle is about 90 degrees.
The integration length may be tens of kilometers, which
corresponds to an integration time of several minutes.

Figure 1. Stripmap processing. The integration 
length may be tens of kilometers.

The effect of this movement is that the distance
between a point on the ground and the antenna varies
over the data collection interval. This variation in dis-
tance is unique for each point in the area of interest. 

Figure 2 illustrates the radar data collection when
MxN resolution cells are illuminated. The radar trans-
mits pulses which are repeated with a certain pulse rep-
etition frequency. For each transmitted pulse, M
samples, or range bins, are collected. Each range bin
corresponds to a particular distance to the ground cell,
as the distance is proportional to the time until the echo
is received. Sampled echoes from L radar pulses are
placed in a radar data matrix. A row in the matrix corre-
sponds to a particular pulse and thus to a platform posi-
tion along the flight path. Likewise, a column
corresponds to a particular target range. I should be
noted that the flight track not always can be assumed
linear.

integration length

 integration angle
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Figure 2. Collecting radar data. MxN resolution cells 
are illuminated.

The task for the signal processor is to integrate, for
each resolution cell in the output image, the instantane-
ous response that a target in that particular cell would
have. This is illustrated in Figure 3, where the created
image is of the size MxN pixels. There are several algo-
rithms that can be used to compute this integral [1]; the
choice is a trade-off between accuracy and computa-
tional load. The images can be calculated with FFT
techniques in the frequency domain, or with back-pro-
jection techniques in the time domain. Time domain
techniques are described below. 

2.1  Global back-projection
In Figure 3 the global back-projection is illustrated.

L radar pulses correspond to the full radar integration
length, or aperture. Each of the MN pixels in the result-
ing image is created by L calculations (additions). Thus
the computational complexity is proportional to LMN.

Figure 3. Simplified illustration of global back-pro-
jection. Each image resolution cell corresponds to a 

unique curve in the radar data.

2.2  Fast factorized back-projection
The FFBP is a computationally efficient algorithm

for image forming in the time domain. It exploits

redundancy in radar data and reduces the performance
requirements substantially relative to the demands from
traditional GBP. Initially, the whole aperture with
length L consists of a large number of small subaper-
tures with low angular resolution. These subapertures
are iteratively merged into larger ones with higher
angular resolution, until the full aperture with full angu-
lar resolution is obtained. In each iteration k, sets of n
subapertures of length lk are combined into subaper-
tures of length nlk. Each of the MN resulting pixels in
one iteration is created by n calculations. There are
lognL iterations. This sums up to nMN lognL calcula-
tions. The integer value of n that gives the lowest oper-
ation count is 3 (the actual value is e, the base for
natural logarithms). If this value is chosen, the ratio
between global and factorized back-projection opera-
tion counts becomes L/3log3L. If the length of the aper-
ture is 105 this ratio equals 3181. Thus a substantial
alleviation of the computational burden is achieved.
Figure 4 illustrates in a very simplified way how a reso-
lution cell is created iteratively from the radar data.
Here n equals 3. In each iteration, a data element in a
resulting aperture is created from three data elements,
one from each contributing subaperture.

Figure 4. Simplified illustration of factorized back-
projection.

3.  Parallelization of the fast factorized 
back-projection

The described algorithms have been implemented in
program code which has calculated images from real
radar data. This processing has so far been done “off-
line”. The succeeding step is to find a computer archi-
tecture that is capable of creating the images in real
time. Several processors need to share the load due to
the high performance demands. The parallel processing
is preferably performed on different levels of granular-
ity. On a coarse level the whole data set is split over a
number of (loosely coupled) processing nodes, each
taking care of a subset of the data. The data partitioning
on this level must, e.g., consider that data dependencies
preferably should be kept within a data subset. On a
fine granularity level the processing within a subset can

collected radar data

L pulse bins

M range bins

L pulses

N

M

+
L N

M

resolution cell 

imageradar data

pulse
range

+
+

+

resolution cell 

iteration 1 iteration 2 iteration 3
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be carried out by exploiting instruction level, thread or
data parallelism. Here, such a two-level parallelism is
assumed. 

As an illustration for the further discussions, the
straightforward data representation shown in Figure 5 is
assumed. It is a polar representation where each direc-
tion from the aperture is represented by a row in a data
matrix. The depicted linear ground strip is then repre-
sented by a curved shape in the matrix.

Figure 5. Polar representation of a ground strip. 

3.1  Coarse-grain parallelization
It is possible to do a data partitioning as in Figure 6,

where the image is divided into data independent slices
along the length (azimuth) axis. However, since the
response from a resolution cell migrates over several
range bins over the full aperture, the slices must be
overlapped to be fully data independent. We must thus
have some redundancy in data. A multicomputer is the
choice to prefer in this case. The processor nodes can
then take care of one slide each. The system can operate
with minimum communication between the nodes, thus
not requiring a shared memory. 

Figure 6. Coarse-grain parallelization. A number of 
slices with an overlap.

This solution also gives a natural system scalability;
a varying number of identical nodes are used depending
on the system size.

3.2  Fine-grain parallelization
The parallelization on the fine grain level is more

complex than the coarse grain parallelization. A critical
issue in the image forming calculations is the execution

of the hot-loops, where contributing data elements are
combined to new data elements. The actual data combi-
nation is basically only a couple of complex additions,
but it has to be preceded by complicated index calcula-
tions and data interpolations, which generate the real
performance demands. However, the index calculations
can be simplified by approximations and the data inter-
polations can be carried out with different levels of
ambition. The chosen interpolation method affects the
total performance and memory demands significantly.
Data interpolations are further discussed in Section 4.

3.2.1  Data locality

The memory references get increasingly scattered
over the iterations, as can be seen in Figure 7 a). How-
ever, as Figure 7 b) indicates, there is a potential for
good spatial locality in the references if a proper execu-
tion scheme is used. When a new image point is to be
created, data is fetched from a limited region in each
contributing subaperture. The size of the region
depends on the chosen interpolation kernel, and the
exact position depends on the degree of flight path
compensation. The regions slide in the memory as the
data rows in the resulting aperture are created, meaning
that data can be cached and reused. Also calculations
can be reused.

Figure 7. a) Increasing distance between contribut-
ing elements over the iterations. b) Locality in slid-

ing windows in contributing data.

The execution, i.e. the interpolations etc., within
these contributing regions, constitutes the overwhelm-
ing part of the total computation. Therefore it is
extremely important that this so called hot-loop execu-
tion is carried out with high efficiency. 

direction/

range

range beam

direction/

range

range

processor 1

processor 2

processor 3

slice 1
slice 2
slice 3
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elementwise
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3.2.2  Addressing pattern and index calculations

In the FFBP iterations, the core operation is the cre-
ation of data elements in the resulting, merged aperture.
The elements are created from data in the contributing
subapertures. However, to create a resulting data row,
data must be fetched from the contributing apertures
along non-linear paths, see Figure 8. These paths get
increasingly distorted over the iterations, and the indi-
ces for pointing them out are obtained by complex geo-
metrical operations. The contributing data elements are
typically calculated through interpolations in the indata
set. Thus, the FFBP execution to a large extent consists
of sweeping interpolation kernels along curved paths in
memory. The interpolation kernels could be of various
complexity with different memory and performance
demands. Interpolations are further discussed in Section
4.

Figure 8. Data dependencies in an FFBP iteration. 
Each direction, or data line, in the resulting aperture 
data gets contributions from non-linear paths in the 

contributing subapertures’ data.

Figure 9 a) illustrates how an interpolation kernel is
swept along non-linear paths in the indata matrix while
calculating the elements in the outdata matrix. The
resulting data is stored in the outmatrix along the range
lines.

Figure 9. a) Curved read path in indata matrix. b) 
Read path approximated to linear.

Determining the exact shape of the read path on the
fly requires much computational power, but approxima-
tions can be made. This is illustrated in Figure 9 b)
where the path is approximated with a linear one. One
way of doing the approximation is shown in Figure 10.
For the contributing subaperture i, fixed index incre-
ments, ri and i, are used for addressing the data
matrix within the range interval of approximation,
rlimit.

Figure 10. Approximation of memory read path.

The memory is segmented on the basis of the linear-
ization intervals which in turn are dependent on the sys-
tem requirements. This method gives a drastic
reduction in the amount of geometric calculations,
since they only need to be done for each interval of
approximation, rlimit. Memory segmentation is further
discussed in Section 5.

3.3  Summary
On a coarse-grain level, a memory partitioning

approach that suits multicomputers has been proposed.
It exploits the inherent data parallelism in a natural way
and supports a straightforward system scalability. On
the fine-grain level, memory addressing and locality
have been discussed. Approximations of the compli-
cated reading paths are possible and there is good data
locality in the problem. Finding ways to efficiently exe-
cute the intensive hot-loops has been identified as the
greatest challenge, and this is further discussed in the
continuation of this paper.

4.  Interpolation methods
The method used in the data interpolations, which

are carried out in the performance consuming hot-
loops, is an example of a design choice that has a large
impact on the whole system architecture. Figure 11
illustrates how the requirements on computational per-
formance and memory size, in a radar system with a
given system performance (resolution etc.), varies
depending on the chosen method for interpolation.
Basically, to get a good data estimation, an advanced
and precise interpolation method does not need as high

resulting datacontributing data

iteration n iteration n+1 iteration n+2

r r

r r

a)

b)

contributing resulting

contributing resulting

ri and i are constant within rlimit

r lim
it

ri ri

i
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degree of oversampling as a simpler one. Hence, the
total memory requirement typically gets smaller when
the interpolation gets more advanced. However, since
the computational complexity in the interpolations
grows fast with the size of the interpolation kernel, the
total computational requirements increase, even though
the amount of data is reduced.

Figure 11. The memory/performance ratio of the sig-
nal processing varies with the interpolation com-

plexity. 

The above indicates that there is a tight relationship
between the choices concerning the calculations on the
lowest level in the hot-loops and the overall system
design considerations. The overall power demand is
also of vital interest here; processors for executing hot-
loops are power consuming, but so are large memories.
More information about interpolation methods in FFBP
is given in [7] which reports studies of the image qual-
ity when using cubic and nearest neighbor interpola-
tions. In the continuation of the report we will further
study different interpolation methods, from a computa-
tional efficiency point of view. Section 5 will show
sample figures for the cubic and nearest neighbor inter-
polations methods.

5.  Analysis of fine grain parallelization

5.1  Memory segmentation

Based on the linearization intervals discussed in
Section 3.2, the data area is divided into segments.
Within the segments the curved read paths are approxi-
mated to parallel, linear ones, see Figure 12. The figure
shows two different scenarios; a) one representing an
early FFBP iteration and, b) one representing a late iter-
ation. The memory is read in horizontal lines in the
early iteration, and in tilted lines in the late iteration.

An out-data matrix is calculated by applying a filter
kernel along the different linear paths indicated in
Figure 12. The kernel could be of various sizes and
shapes. Typical filter kernels are of size 1x1 and 4x4.
Here we assume a cubic interpolation kernel (4x4) and
a segment size of SxS. With an interpolation kernel of

size IxI there must be an overlap of I/2 into the sur-
rounding segments. 

Figure 12. Memory read scenarios in two different 
FFBP iterations.

Figure 13 shows how a block, including the overlap
into the neighbor regions, is stored in a linear memory.
One sample is assumed to equal one memory word in
this case. Ideally, the data is read once and buffered.
Each data point is thereby only read once from memory.
However, the light shaded data has to be read at least
twice.

Figure 13. A segment including overlap stored in a 
linear memory space.

We study the potential for fine-grain parallelization,
the degree of data reusability when the kernel slides, as
well as the estimated buffer size for the reuse. Other
important aspects are the number of operations and the
number of memory accesses per interpolated data point.

5.2  Calculations in an FFBP iteration
In each FFBP iteration, the resulting data matrix is

created segment by segment. This is illustrated in
Figure 14, where three subapertures are combined into
one (note that the segments may be overlapped,
depending on the chosen interpolation kernel). Each
data line in a resulting segment is created by adding the
corresponding contributing data lines from the source

required memory
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segments. Each of the contributing data lines is
acquired by sweeping an interpolation kernel along a
line in the source segment, as described in Section 5.1.

Figure 14. Resulting data matrix is created segment-
wise in an FFBP iteration.

In the following, we look deeper into the data line
calculations, with focus on getting efficient sweeping of
interpolation kernels along lines within a segment in the
contributing data matrix.

5.3  Efficient execution of sliding interpolation 
kernel

As the performance demands to the largest extent
stem from the interpolations in the hot-loops, it is
important that these are done efficiently. It is possible to
reuse data read from memory in order to reduce the
memory bandwidth, as well as to reuse calculation
results in order to reduce the performance demands.
Figure 15 a) illustrates how an interpolated value (a
square in the figure) is created from samples in the con-
tributing data set (circles in the figure) by a two-dimen-
sional cubic interpolation. The interpolation is carried
out in two steps: Intermediate, range-interpolated val-
ues are first calculated. These intermediate values (indi-
cated by crosses) are then used to calculate the final
value by an interpolation in the beam direction.
Figure 15 b) indicates how intermediate data points can
be reused. In the model, the resulting values are aligned
in range, which means that one intermediate, range-
interpolated value can be used in the calculation of sev-
eral, typically four, resulting values.

The data is assumed to reside in a synchronous
DRAM, which means that data should be read and writ-
ten in bursts, in order to minimize the total memory
latency. Figure 16 shows an execution scheme that sup-
ports burst memory reads and writes, as well as reuse of
calculations and data. The figure shows the calculation
of contributing data points from one subaperture. Data
is read continuously from consecutive positions (over a
segment row) in the memory, and fed into the calcula-
tion stage, which operates in a systolic fashion. The cal-
culation stage delivers the interpolated, contributing

values, which are continuously written back to memory.
An alternative to directly write back the contributing
lines to memory is to accumulate the lines in a buffer
for the resulting segment. This accumulator is then
written back to memory when all contributing segments
have been processed. This reduces the memory traffic
further. 

Figure 15. Using a two-dimensional cubic interpola-
tion kernel to calculate one contributing data point. 

The execution is described more in detail below.
The different < ri, i> pairs are calculated based on
the <ri, i> values at the region borders, and are
assumed to be present in the steps below. 

Range interpolation. The range-interpolated values
are calculated by feeding the samples, read in a burst
from the memory, through a one-dimensional cubic (i.e.
length 4) interpolation kernel. The kernel delivers val-
ues which are collected in a vector, the length of which
equals the number of points in a resulting segment data
line. Table look-ups can be used here for high computa-
tional efficiency in the interpolation kernel. The inter-
polation kernel is further described below.

Tilting compensation. Before the beam-interpola-
tions can take place, possible line tiltings must be com-
pensated for. This is done by using a delay buffer with a
triangular shape. The side proportions of the triangle
are determined by the ratio between ri and i. This
delay buffer is a cost for having continuous execution
and memory r/w on consecutive memory positions.

Beam interpolation. The elements of the resulting
vector are calculated in parallel by feeding, via the
delay buffer, the vectors created in the first step into an
array of interpolation kernels. The resulting points from
the interpolation array are placed in a vector which is
written back to memory in a burst, or accumulated in a
segment accumulator.

data matrix,
created 

contributing 
data matrices 

segmentwise 

samples in contributing data set

range-interpolated data
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Figure 16. Execution scheme for interpolations.

The one-dimensional range interpolation kernel cal-
culates a value yn as a weighted sum of the values xn,
xn+1, xn+2, and xn+3, as shown in Figure 17. The
weights are acquired by table look-ups, exploiting the
fact that the samples are equidistant. Four complex
multiplications and three complex additions are
required for each yn. In addition, for each interpolation,
the value ri is calculated by adding ri and a new t is
calculated on the basis of the current ri (since the read
lines are parallel, the ri and t values can, in the range
interpolation, be reused from the previously processed
line in the segment, with the cost of some extra buffer
space). The beam interpolation kernel works analo-
gously with the range interpolation kernel, but with the
extension that the output point shall be adjusted (con-
verted down to baseband  this adjustment is included
to have a fair operation count comparison with other
interpolation methods) by a complex multiplication.

Figure 17. One-dimensional cubic interpolation.

Next we look into different ways of parallelizing
these calculations and we derive figures for operation
counts and memory accesses.

5.4  Parallelization of the calculations
The design freedom for parallelization on the fine-

grain level is vast. An obvious choice is to have one
processor per segment (as defined in Section 5.1) or set
of segments. This parallelization level is close to the

coarse-grain level. Within one segment, there is poten-
tial for having one range interpolation kernel and N
beam interpolation kernels operating in parallel, see
Figure 16. However, in this case the range interpolation
kernel has to work N times faster than the beam interpo-
lation kernels. Another choice is to have only one beam
interpolation kernel, which serves all columns in a mul-
tiplexed way. It would then be as fast as the range inter-
polation kernel. The detailed implementation of the
interpolation kernels should exploit the great inherent
data parallelism by executing in a systolic or SIMD
fashion.

5.5  Sample figures

The operation and read/write counts, together with
buffer sizes, for creating one subaperture’s contribution
to a new 64-element data line are shown in Table 1.
Cubic interpolation and nearest neighbor interpolation,
respectively, are illustrated. The figures are based on
the execution scheme described in Section 5.3 and
include index generations and interpolations in the con-
tributing data set, as well as transformations down to
baseband. All interpolations and their associated calcu-
lations are assumed to be carried out directly against a
local buffer. Data lines are transported from/to main
memory only in bursts. A complex floating-point for-
mat with 8 bytes per data point is assumed. The size of
the delay buffer is, in the extreme case when ri and

i are equal, about S2/2 points (=2048 when S=64). If
a segment accumulator is used, the number of opera-
tions per memory access will increase by approxi-
mately 50% due to fewer memory accesses per
resulting data point (3 reads +1 write, instead of 3 reads
+ 3 writes).

In the cubic interpolation, the interpolation weights
are obtained with table look-ups. To create a line of 64
contributing data elements, 4608 operations, or 36
operations per memory access, are required. A weight
table (1024 entries, four weights per entry) is of size 32
kilobyte. In the nearest neighbor interpolation case, 644
operations, or 5 operations per memory access, are
required. Note, however, that investigations have
shown that, in this case, upsampling is required in order
to compensate for the simpler interpolation method.
Upsampling with a factor of two in both directions to
mitigate the effects of the simpler interpolation method,
leads to a quadrupled total data size. 

The operation count ratio between the cubic and the
nearest neighbor interpolation approaches is 36/5, i.e.
roughly eight. However, taking into consideration the
2x2 upsampling in the nearest neighbor case, the total
operation count ratio is about two. Thus, a two times

4
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reduction of the performance demands can be obtained
by using the simpler interpolation method, but with the
price of a four times larger memory. Consequently,
there exists a memory/performance trade-off as illus-
trated in Figure 11. It can, however, be noted that, when
having efficiently implemented sliding interpolation
kernels, the performance cost for advanced interpola-
tion must not always be as significant as indicated in
the figure. There is a large potential for calculation
reuse.

Table 1. The operation and read/write counts, 
together with buffer sizes, for creating one subaper-

ture’s contribution to a new data line.

5.6  System balance
The achieved level of balance between computa-

tions and data transports in the system is an important
factor. In a well balanced system a processor has the
capacity to process data at a pace that corresponds to
the rest of the system’s capacity to exchange data with
the processor. For a given system specification, this can
be achieved by varying the different parameters in the
parallelization design space. It is, of course, an advan-
tage if only a few parameters need to be changed when
specifications change. For example, it would be favour-
able if the signal processing system could be scaled by
only changing the number of processing nodes on the
coarse level, while the nodes themselves remain
unchanged. 

The radar data set and the created image are
assumed to both have the size D (=MN in Figure 3
times the size of a data point). The iterative execution
of the FFBP, as illustrated in Figure 4, can be carried
out in a ping-pong fashion, where the iteration results
bounce between two memory banks, each of size D.
The number of iterations is denoted I. The sustained
data rate B is defined as D/T, where T is the integration
time. As can be seen in Figure 18 the total memory
bandwidth is 2B+(n+1)BI, where the second term stems

from the data transports during the iterations. n is the
number of subapertures in a combination, which means
that, for each created data point, n contributing points
must be read. The required total computational per-
formance is denoted by P. When making a partition on
the coarse grain level, as described in to Section 3.1,
each processing node will in principle have the above
memory size, bandwidth, and performance figures, but
divided by the chosen number of processing nodes, k.
However, there will of course be effects from, e.g., the
necessary data overlapping.

Figure 18. Conceptual view of architecture and 
design parameters. By a proper parallelization, sys-

tem balance can be obtained. The fine-grain level 
shows a multitude of solution possibilities.

The fine-grain level shows a multitude of possible
solutions. Various degrees and kinds of parallelism can
be exploited, depending on, e.g., the system specifica-
tion and the chosen implementation technology, such as
microprocessor, ASIC, and FPGA.

linearization interval length = 64 
ops mem. 

reads 
mem. 
writes

data 
buffer 
(kB)

weight 
table 
(kB)

delay 
buffer 
(kB)

range interpol. 2112 64 0,5 32

beam interpol. 2496 64 2,5 32

total 4608 3 64 16

ops / mem. access 36

ops mem. 
reads

mem. 
writes 

data 
buffer 
(kB)

weight 
table 
(kB)

delay 
buffer 
(kB)

interpolation 644 64 64 0,5 0 16

ops / mem. access 5

cubic interpolation
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Some example parameter values for the cubic inter-
polation case can be obtained from Table 1: If an opera-
tion is assumed to require 3 read/writes (2 reads+1
write) against a local register file, then the ratio
between the register file bandwidth and the working
memory (e.g. SDRAM) bandwidth is 108:1 (36x3:1).
This points to the computational bandwidth, as well as
the computational performance, that the fine-grain level
architecture must support, depending on the speed of
the working memory. As a comparison, the Stanford
Imagine [8] shows (for an MPEG-2 encoder) a ratio of
470:1 between the local register files bandwidth and the
SDRAM bandwidth. This ratio is in parity with the fig-
ures above and indicates that an architecture like Imag-
ine may be proper on the fine-grain level.

5.7  Summary
Approaches for efficient fine-grain parallelization

of the FFBP calculations have been studied. It is shown
that it is possible to obtain an efficient memory opera-
tion, despite the complicated memory access patterns in
the calculations. It is also shown that is possible to
reduce the performance cost in the inherent memory
size/performance trade-off in conjunction with the
choice of interpolation method. This is done by exploit-
ing the fact that the kernels are sliding and thus give
possibilities for reuse of calculations, especially if the
interpolation points in the contributing data set are
aligned. Moreover, estimations have been made in
order to get a view of the relative demands of the calcu-
lations in terms of processing performance and memory
bandwidths. 

6.  Conclusions
New applications that put new demands on compu-

ter architectures show up all the time. Initially it is not
known whether it is at all possible to meet the demands
with state-of-the-art technology or foreseeable new
technology. The SAR image forming described in this
paper is an application of this kind. The algorithm has
been fully implemented and tested in software, but
needs parallel execution hardware to be useful in real
time. Understanding the computational flow, with its
associated memory, bandwidth and processing
demands, is crucial in order to find the right kind of
computer architecture for the class of problems. This
paper illustrates the methodology and can be seen as an
illustrative "up-stream" case study. We have analyzed
the application in order to, in the first place, understand
the algorithms, their different variations, and the chal-
lenges they present on a fundamental level. From this,
we have found a basic approach (coarse-grain/fine-

grain parallelization), and then further studied the
demands and the design options of the interesting cal-
culation kernels on the fine-grain level. Without point-
ing out any specific implementations, we have provided
approximate models on which the demands are quanti-
fied.
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